
DIAGRAM FOR S 10 FM BT AND S 10 FM CONTROL MODULES
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S 10 FMBTUC 100 S S 10 FM

S o u n d  &  H o m e  A u t o m a t i o n

Mains 100-260 Vca.

Ref. SP 5
Speaker

STEREO
ZONE

MONO
ZONE

CABLE REF. W-2
MINIMUM SECTION

2X0,50 MM

Mains 230 Vca.

NOTE: The UC-100S central unit supports a maximum of ten control modules and a máximum distance to the last element to control of 200 meters of cable. For higher installations, 
the installation of extra power supply units or a more powerful central unit is a must. *In zones of bad reception, connection to outdoor antenna it is highly recommended.

UP TO 20 MORE 
CONTROL MODULES 

WITH US 50 POWER 
SUPPLY UNIT.

0
5
8
9

M
C1 R
C1 L

GROUND - Vcc
POWER SUPPLY 12 +Vcc
COMMUNICATIONS
COMMUNICATIONS
MICROPHONE AUDIO
RIGHT CHANNEL 1
LEFT CHANNEL 1

=
=
=
=
=
=
=

*ANTENNA CONNECTION Conductor wire of 80 cm.

CABLE REF.  W-8
MINIMUM SECTION

2X1MM
6X0,25 MM




